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Abstract:

This is the reference guide for Cgins. Cgins is a program that can be used to solve incompressible fluid
flow problems in complex geometry in two and three dimensions using composite overlapping grids. It is
built upon the Overture object-oriented framework. Cgins solves the incompressible Navier-Stokes
equations using a pressure-Poisson formulation. Second-order accurate and fourth-order accurate
approximations are available. This reference guide describes in some detail the equations being solved,
the discrete approximations, time-stepping methods, boundary conditions and convergence results. The
reference guide also contains various notes related to different aspects of the equations. The reference
guide concludes by providing a collection of interesting computations that have been performed with
Cgins.

!This work was performed under the auspices of the U.S. Department of Energy (DOE) by Lawrence Livermore National
Laboratory under Contract DE-AC52-07NA27344 and by DOE contracts from the ASCR Applied Math Program.
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1 Introduction

This is the reference guide for Cgins. Cgins is a program that can be used to solve incompressible fluid
flow problems in complex geometry in two and three dimensions using composite overlapping grids. It
is built upon the Overture object-oriented framework [1],[4],[2]. Cgins solves the incompressible Navier-
Stokes equations using a pressure-Poisson formulation. Second-order accurate and fourth-order accurate
approximations are available. Cgins can be used to

e solve problems in two and three dimensional complex domains,
e solve problems on moving grids (specified motion and rigid body motion),
e solve temperature dependent flows with buoyancy using the Boussinesq approximation,

e solve axisymmetric flows.

This reference guide describes in some detail the equations being solved, the discrete approximations, time-
stepping methods, boundary conditions and convergence results. The reference guide also contains various
notes related to different aspects of the equations. The reference guide concludes by providing a collection
of interesting computations that have been performed with Cgins.

Other documents of interest that are available through the Overture home page are

e The Cgins User Guide [9] for getting started with Cgins and for descriptions of the various run-time
options and parameters.

e The overlapping grid generator, Ogen, [6]. Use this program to make grids for cgins.

e Mapping class documentation : mapping.tex, [5]. Many of the mappings that are used to create an
overlapping grid are documented here.

e Interactive plotting : PlotStuff.tex, [8].

e Oges overlapping grid equation solver, used by cgins to solve implicit time stepping equations and
the Poisson equation for the pressure, [7].

2 The Equations

The incompressible Navier-Stokes equations are
u; + (u- V)u+ Vp = vAu, (1)
V.-u=0. (2)
We solve the incompressible Navier-Stokes equations written in the form (pressure-poisson system)

w+(u-Vju+Vp—vAu—f = 0 x€Q
Ap—(Vu-uz,+Vv-u,+Vw-u,) - C4(v)V-u-V-f = 0

B(u,p) = 0
Vou — 0 } x € 002
u(x,0) = up(x) att=0

There are ng boundary conditions, B(u,p) = 0, where ng is the number of space dimensions. On a no-slip
wall, for example, u = 0. In addition, a boundary condition is required for the pressure. The boundary
condition V - u = 0 is added. With this extra boundary condition it follows that the above problem is
equivalent to the formulation with the Poisson equation for the pressure replaced by V -u = 0 everywhere.
The term Cy(v)V - u appearing in the equation for the pressure is used to damp the divergence [10]. For
further details see also [3]



2.1 Addition of Temperature and Buoyancy: The Boussinesq Approximation

The effects of temperature and buoyancy can be modeled with the Boussinesq approximation given by

w+ (u-V)u+ Vp—vAu+agl — £ =0,

Ap—J(Vu)—a(g-V)T -V -f=0,

T, + (u- V)T — kAT — fr =0,
J(Vu)=(Vu-u, +Vv-u, +Vw-u;) .

Here T represents a temperature perturbation, g is the acceleration due to gravity, « is the coefficient of
thermal expansivity and k is a coefficient of thermal conductivity, k = A/(pCp).
The Rayleigh number and Prandtl number are defined as

Ra = agATd?/(vk), Pr=v/k

where AT is the representative temperature difference and d is a length scale.

2.2 Axisymmetric Problems

Here I describe the equations that are solved for axisymmetric problems.

Let the cylindrical coordinates be (z,r,0) where x is the axial variable, r the radial variable and 6
is the azimuthal angle about the axis r = 0. Let the velocity be u = Ux + Vi 4+ W6 where (U,V, W)
are the components of axial, radial and azimuthal velocities and (X, 1,0) are the three unit vectors in the
coordinate directions.

In cylindrical coordinates we have the general relations

F=xF"4+¢#+F +0F°

7]
VV =XV 5V, + W

HFH R GFT
LIS A TR v A

n-VF=x(n-VF*) +t(n-VF" —
T 1 T 1 4

)

1 1
AV = Ve + *(Tv;“)r + 72‘/06’
T T

Fr 2 . 2 FY
AF = x(AF*) + #(AF" — — — ZFOH 4+ 0(AF? + S F) — —
X( )+P( 72 72 0)+ ( +T‘2 0 TQ)
1 1 1 R
V xF=%x(=(rF%, — ~F}) + #(-F§ — F%) + 0(F} — F¥)
T T T

The incompressible Navier-Stokes equations in cylindrical coordinates are (see Batchelor)

W 1 1
Ui +UU; + VU, + TUG + pp = v(Usps + ;(TUT)T + ﬁUgg)

w W2 1 1 Vo2
Vit UVe + VVet Vo = == 4 pp = v(Vaw + —(rVo)r + 5 Voo = 5 = 5Wo)
W Vw1 1 1 w2
Wi+ UW,+ VW, + —Wog+ —— + —pg = v(Wae + = (rWy), + —Wag — — + —QV(,)
T T T T T T T

1 1
Lac"i_*(rL )7’""*”90:0
T T



For axisymmetric problems with no swirl, W = 0 and all derivatives with respect to 6 are zero,

1
U+ UU, + VU, + py = v(Upe + ;(rUr)r (4)
1 1%
Vit UVa + Vit pr = 0(Vew + (V) = —5) (5)
U, + %(W)T =0 (6)

The divergence of the advection terms is

1
VA (UUy + VU, UVy + VV2) = (UUs + VU)o + ~[r(UVe + VY],

= U2 4 2V, 4 V2 UL(U)a + (V) )} + VAO)e + (Vo))

.
= U242V, U, +V2+U(V-U), +V(V-U),

and thus pressure equation becomes
1 72 2
Paa + - (rpr)r = Uz +2VaUp + V;
The boundary conditions on the axis of symmetry are (Note that although the normal component of the

velocity usually has even symmetry, V = U - # will have even symmetry at r = 0 since 7 flips sign as we
cross the axis)

U-(x2,0)=0
V(z,00=0 , Vp(z,0)=0
pr(z,0) =

In general all odd derivatives of U and p with respect to r will be zero at r = 0.
Note that for r small,

1 Vv 1 Vv
—(rVi)r— =5 =Vir + -V, — =
r(r ) 7r2 +r r2

2

= Vi b (Vo 0) Vo (2,0) + O()) — 5 (V(2,0) + Vi (a,0) + T Vi (,0) + O(r%)

gVW(m, 0) + O(r)
O(r)

and

%(TUT)T — U, + %UT — 20, + O(r)
We can use these last two results to evaluate the viscous terms on the boundary r = 0, (eliminating
the removable singularity) although the dirichlet condition V' (z,0) = 0 obviates the need for the former
equation on the boundary.

Note that in inviscid flow the only difference between the axi-symmetric equations and the 2D equations
is a change to the pressure equation (or to the incompressibility equation) with the addition of the %pr
term. With viscosity there are also differences in the viscous terms.



2.2.1 The pressure boundary condition for the axisymmetric case

The pressure boundary condition is formed from the normal component of the momentum equations. For
a no-slip wall this becomes

1 1 V
Pn = Vg (U;Bz + ;(TUT)T> + vn, (V:c;r + Vi + ;Vr - 73)

We can eliminate some of the normal derivatives in this last expression (forming the equivalent of the

curl-curl boundary conditions described in []) by taking derivative of the expression (6) for the divergence,

1
Us+Ve+-V =0
r
giving
1
sz = *er - ;V;c =0
1 1
V;“r + *Vr - 7V = _Ux’r
T r
This leads to the pressure boundary condition
1 1
Pn = an;( — Var +Upp — ;‘/;t + ;Ur) + vn, (Vxx - Ua:r) (7)
On the axis, r = 0, this becomes

Pn = 27/7%( — Var + Urr) +vn, (Vm — Um>, (for r = 0).

3 Discretization

Let V; and P; denote the discrete approximations to u and p so that
Vizu(x) , Pi=p(x).

Here V; = (Vi;, Vo, V3;) and @ = (i1, 142,43) is a multi-index. After discretizing in space the equations we
solve are of the form
AV + (Vi Vi)Vi+ VP —vALV, — f(x;,t) = 0 } e Q
AP = ViVii Dy Vi—CaqiVy - Vi =V - f(x4,t) = 0

B(Vi,P) = 0 '
v, V, = O} x; € 0,
V(Xi, 0) = Uo(Xi) att =0

where the divergence damping coefficient, Cy; is defined below. The subscript “h” denotes a second or
fourth-order centred difference approximation,

82

2
0x2,

0
D ~ —— Vy, =(Dyy,Dop, D Ay ~
m,h oz, n = (Din, Do, Dsp) h Em:

Extra numerical boundary conditions are also added, see [3] [13] for further details. An artificial diffusion
term can be added to the momentum equations. This is described in section .
When discretized in space on an overlapping grid this system of PDEs can be thought of as a large

system of ODEs of the form

dU

— =F(%,U,P

o ( )
where U is a vector of all solution values at all grid points. For the purpose of discussing time-stepping
methods it is often convenient to think of the pressure as simply a function of U, P = P(U) There are

also interpolation equations that need to be satisfied but this causes no difficulties.



4 Dimensional Units and Non-dimensional Equations
When you solve the incompressible Navier-Stokes equations with Cgins it solves the following equations

u; + (u- V)u+ Vp = vAu, (8)
V-u=0. 9)

There is only one parameter that you specify and that is v, the kinematic viscosity. Cgins does NOT scale
the input values that you specify for the initial conditions and boundary conditions. Cgins does not scale
the dimensions of the grid. Also note that the pressure p is only determined up to a constant.

Let’s relate these equations to the equations in dimensional form,

1
ufd + (ut- vhu? + ﬁvdpd = %Adud, (10)
ve.out =o. (11)

Here the density p? is a constant and p is the constant viscosity. The superscript d denotes dimensional
units. For example, the components of u? might be measured in m/s, lengths in m, the pressure p¢ in
N/m? and the viscosity coefficient u in kg/(m s).

Suppose that you want to use dimensional units, for example MKS units, to specify a problem for
Cgins. The grid should then be built with dimensions in m. The inflow values for the velocity should be
given in m/s. The kinematic viscosity should be set equal to v = u/p? which has units m?/s. Comparing
equation (10) to equation (8) we see that the pressure computed by Cgins will be p = pd/ p®. Thus you
should specify boundary conditions and initial conditions for p from p = p?/p? (which has units of m?/s?).

In general one may want to non-dimensionalize the equations before solving them with Cgins. Let us
choose appropriate values, U, L, R, to scale the length, velocity and density, and define non-dimensional
variables

x" =x/L , " =pl/R (12)
"=t/ (L)U), u'=u?/U, (13)
" =p"/(RU?). (14)

The Navier-Stokes equations then become
up, + (u" - V*u" + iV”p” S YN (15)
e P p"RUL ’
v*.u" =0. (16)

In this case we will generate the grid with lengths that have been scaled by L. We will specify inflow
velocities with values scaled by U, the pressure will be scaled by RU?, the kinematic viscosity will be
defined by v = pu/(p" RUL) and the non-dimensional pressure p™ will be related to the computed value p

by p =p"/p".



5 Time stepping methods

5.1 Adams Predictor-Corrector

Stability Region: 2-2 Predictor Corrector Stability Region: 4—4 Predictor Corrector
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Figure 1: Stability regions for the predictor corrector methods. Left: second-order method, PECE mode.
Right: fourth-order method, PECE mode.

If we write the INS equations as
u; = f(uvp)

where we may think of the pressure p as simply a function of u and we may use any time integrator in a
method-of-lines fashion.

The second-order accurate Adams predictor-corrector time stepping method for the INS equa-
tions can be chosen with the “adams PC” option. It is defined by

u? —u” 3 1
- = _ 7fn . 7fn_1
At 2 2
urtl —ur 1 1
- = _Zgpy —gn
At 2t T3

where we have shown one correction step (one may optionally correct more than one time). The stability
region for this method is shown in figure (1).
To allow for a time-step that may change we actually use

u? —u”
BN pof™ + prf" !
+1
' —u® - lfp + lf”
At 2 2

po=1+ At/(QAtl)
p1 = —At/(ZAtl)

where At =t, — ¢, — 1.



The fourth-order accurate Adams predictor-corrector time stepping method for the INS equa-
tions can be chosen with the “adams PC order 4” option. It is defined by

uf —u" 1
— — [55f" — 59¢71 f,—f,}
N 24[55 59871 4 37F, 5 — Of, 4
un+1

w1 (967 + 198" = 56" 4+ £, |
At 24 "

(see for example Lambert[?]). The stability region for this method is shown in figure (1).
To allow for a time-step that may change we actually use

u? —u” _
Ar pof™ + pif" 4 pafy_o + psfa_s
n+l _ .n
% = cof? + 1" + cof " 4 e3f, o

po =(6AtgAtaAty + 12Ata Ato Aty + 8AtgAtg Aty + 24Ata Atg Aty +
12Ata At Atg + 6AL3 Ata Aty + 24At At Atg + 12At Atz Aty + 18Atg Aty
Aty + 4AtgAtg Atz + 12At At Atg + 3ALgAtgAtg + 12Atg Atg Aty + 12At,
At1Aty)Ato/(Aty + Aty + Atg) /Aty /(Aty + At)/12
p1 = — AtgAto(6At1 Aty + 6Ats Aty + 12Ata Aty + 8AtgAt; + 3Aty
Aty + 6Ata Atz + 4AtgAts + 8Ata Aty + 6 At Aty) /Aty /(Aty + Atz) /Aty /12
p2 =AtgAto(6At1 Aty + 6Ata Aty + 6At3 Aty + 8Atg Aty + 3Atg Aty
+ 4Ata Aty + 4AtgAts) / Ats/Ate / (At + Atg) /12
p3 = — (6At Al + 6At Aty + 8Atg ALy + 4ALo At + 3AteAtg) At
Aty / (At + Atg + Atz)/(Ata + Ats)/At3 /12
co =(6At1 Aty + 6Ata Aty + 8Atg Aty + 4Ata Aty + 3AteAtp)
Ato/(Atg + Aty + Atg)/(Ato + Aty)/12
c1 =Ato(AtgAty + 4Ate Aty + 20t Aty + 6AL1 Aty + 6AtaAty)/ (At + Atg) /At /12
ca = — AtgAtgAto(Atg + 2At; + 2At)/(Atg + Aty) /Aty /Aty /12
c3 =(Ato + 2At1) AtgAtg Aty /(Ato + Aty + Ata) /(Aty + Ata) /Aty /12

where At,, = tnt1—m — tnem, m=0,1,2,3.

5.2 Implicit multistep method with viscous terms implicit

With the implicit time stepping method the INS equations are integrated with the viscous terms treated
implicitly and the other terms treated with a 2nd-order Adams predictor corrector. If we split the equations
into an explicit and implicit part,

u; = [—(u-V)u—Vp| +rAu

u; = fg + Au
fr=—(u-V)u—-Vp
Au = vAu

then the time step consists of a predictor,

P—u” 3 1
% = St - §fg*1 + aAu® + (1 — a)Au™

and a corrector . N
u‘—u

At

1 1
= §f§ + 5fg + aAu’ + (1 — a)Au”

9



The implicit factor « can be set as a parameter. A value of o = % will give a second-order Crank-

Nicolson method. A value of o = 1 will give a first-order backward-Euler method.

5.3 Implicit multistep method with the viscous and non-linear terms implicit

Consider now the case of treating the viscous and non-linear terms in an implicit manner.
In the general case we are solving a nonlinear equation of the form

u; = f(u).

We linearize a part of the operator f(u) around the state u*(x,t¢) and write the equation as

w; = L(u;u*) + (f(u) — L(u;u*)) (17)
= L(u;u*) 4 fg(u;u”) (18)

where
fp(u;u*) = f(u) — L(u;u) (19)

Here L(u;u*) is a linear operator of u that depends upon u*. For example if f(u) = (u- V)u then one
choice could be L(u;u*) = (u* - V)u. Another choice could be L(u;u*) = (u* - V)u+ (u- V)u*. We can
now define a implicit time-stepping method that uses the form (18). A backward-Euler approximation to
the full equations is

un+1 n

—u

At

This equation can be solved by implicit iteration (treating the L term implicitly),

:L(n—H )+f(n+1u).

= L(Vk;u*) —i—fE(kal;u*)

where we take v? = u” and iterate on k = 0, 1, 2, ... for some number of steps. If we iterate until convergence
then we will have solved the original equations with backward-Euler, independent of the choice L and u*,
un+1 —u®

At

Of course for best convergence for a large value of At, we want make good choices for L and u*.
We could also solve the equations with the trapezodial like rule

— f(unJrl) .

un+1 —u”

= ettt + (1 - a)f()

(
=aL(u"™hu*) 4+ (1 — o) L(u™;u*) + afp(u™ ™ u*) + (1 — a)fp(u”;u*),
) + afp(u" ) (1 —a)f(u")
)+

= aL(u";u*
= aL(u"; u* a(f(u ”+1) L(u"“;u*)) + (1 —a)f(u")

where a = % is the trapezodial rule and o = 1 is backward-Euler. This equation can be solved by the
implicit iteration

vy —u

AT aL(vF;u*) + a(f(vF1) — L(vF 1 u) + (1 - a)f(u™)

For a = 1/2, the first iterate v! is second-order accurate in the implicit part L and first order accurate in

the explicit part fg. If fp(u;u*) = O(At) then the v! is second-order accurate. For a = 1/2 the second
and later iterates, v, k > 2, should be second-order accurate.

10



To implement this scheme we need to (1) build the matrix M for the implicit operator,
MvF = (I — aAtA(u*))v* = vF — aAtL(v*;u*)

(2) evaluate the right-hand-side f(v), and (3) evaluate the linearized operator L(v;u*) or the combination
f(v) — L(v;u*).
We could use a predictor step with an second-order accurate explicit predictor for fz,

u? —u”

At

1
= aL(u"tu*) + (1 - a)L(u™;u*) + ng(u"; u) — §fE(u"*1; u®).
With oo = 1/2 the predicted value u” would be second order.

5.4 Example linearizations

Here is an example for the INS:

=—(u-V)u—Vp+ ((u* -V)u+ (u- V)u*)
=-Vp—((u=u")-V)(u—u*)+ (u*-V)u*

When the viscosity is a function of u, v = v(u), we could use Here is an example for the INS:

f(u) = V- (¥(w)Vu) - (u- Vju-Vp
L(u;u*) =V - (v(u")Vu) + V- (r(u)Vu*) — ((u* -V)u+ (u- V)u*)
fe(u;u") = f(u) — L(u;u’)
= V- (¥(u)Vu) = V- (y(a")V ) V- (v(w)Vu’)
—(u- V)u—Vp+((u* V)u u)

= V- ((v(u) —y(u))V

u-— » V-
—Vp—((u—-u")-V) )

(
(u—u")+ (u" -V

5.5 Variable time stepping

The variableTimeStepAdamsPredictorCorrector time stepping option allows each grid to have it’s own
time step.

11



6 Divergence Damping

The divergence damping term, Cq;Vj - V;, appears in the pressure equation. In simplified terms, the
coefficient C is taken proportional to the inverse of the time step, Cy ~ i. In practice we have found
better results by taking Cq ~ z%5. For explicit time stepping theses are very similar since the explicit time
step restriction is something like Z—ég < C. To allow for the case v = 0 we use the minumum grid spacing,
Rmin, instead of v, if Ay, > v. The size of Cy affects the time step, the stability condition is proportional
to CyAt. As a result we do not want Cy to be much larger than 1/At, and thus it is limited by % where
Cy is a constant with default value of 0.25. (Note that we don’t actually know the true At at this point,
it depends on Cy, so we just use a guess).
Here is the actual formula for the divergence damping coefficient:

. Cy
i — Div
Cq,; = min( At)

where

1 1 1
D; =C , Amin
0 max(v ) <(Ao,r1$1,i)2 + (Dorya2.1)2 + (Ao,r3$3,i)2>

Ao T = i(xm,il_i_l — Tmji—1) (undivided second difference)
humin = min([[ A, X3l Ay ry X[l Ay xi]]) - (minimum grid spacing)

and where Cy = 1. by default.

6.1 Artificial Diffusion

Cgins implements artificial diffusions based either on a second-order undivided difference or a fourth-order
undivided difference.
The artificial diffusions are

nd
dy; = (ad21 +ad22[V, Vi) Y Ay Ap V; (20)
m=1
in the second-order case and
ng
dy; = — (ad41 + 2d42|V, Vi) Y - A2 A2V, (21)
m=1

in the fourth-order case. Here |V, V;|; is the magnitude of the gradient of the velocity and A,,+ are the
forward and backward undivided difference operators in direction m

IViVili = ng® Y0l S onty [Donp Vil
ALV, = Vi1 —V;
AV, = V=V,
AotV = Vi1 —V;

AV, = V,;— Vi,+1 etc.
The artificial diffusion is added to the momentum equations

d
%VZ‘ + (Vz . Vh)Vl + VP — I/AhVi — f(Xi, t) — dm,i =0

12



but does not change the pressure equation. Typical choices for the constants ad21 = ad41 = 1 and
ad22 = ad42 = 1.. These artificial diffusions should not affect the order of accuracy of the method. With
the artificial diffusion turned on to a sufficient degree, the real viscosity can be set at low as zero, nu = 0.

In difficult cases you may need to increase the coefficients ad21 and ad22 = 1. to keep the solution
stable. I suggest trying ad21 = ad22 = 2. then 4. etc. until the solution doesn’t blow up. I don’t think I
have ever needed a value larger than 10..

This form of the artificial diffusion is based on a theoretical result [11][12] that states that the minimum
scale, Amin, of solutions to the incompressible Navier-Stokes equations is proportional to the square root
of the kinematic viscosity divided by the square root of the maximum velocity gradient:

1%
)\min T~ _ 1 . _ °
N\ TVl + e

This result is valid locally in space so that |Vu| measures the local value of the velocity gradient. The
minimum scale measures the size of the smallest eddy or width of the sharpest shear layer as a function
of the viscosity and the size of the gradients of u. Scales smaller than the minimum scale are in the
exponentially small part of the spectrum.

This result can be used to tell us the smallest value that we can choose for the (artificial) viscosity, v/4,
and still obtain a reasonable numerical solution. We require that the artificial viscosity be large enough
so that the smallest (but still significant) features of the flow are resolved on the given mesh. If the local

grid spacing is h, then we need
ho YA
|Vu|+¢

va = (c1 + co|Vu|)h?

This gives

and thus we can choose an artificial diffusion of
(Cl + 62|VU’)}L2AU

which is just the form (20).
In the fourth-order accurate case we wish to add an artificial diffusion of the form

—v4A%u

since, as we will see, this will lead to v4 o< h*. In this case, if we consider solutions to the incompressible
Navier-Stokes equations with the diffusion term vAu replaced by —v4A?u then the minimum scale would

be
va 1/4
)\min T~ |
> <|Vu|>

Following the previous argument leads us to choose an artificial diffusion of the form
—(c1 + | Vu|)h* A?u

which is just like (21).
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7 Boundary Conditions

The boundary conditions for method INS are

noSlipWall = u=g velocity specified
-u=0 divergence zero

n-u=g normal velocity specified

slipWall = t,, -u) =0 normal derivative of tangential velcity is zero

cu=0 divergence zero

velocity specified
inflowWithVelocityGiven Y 5P

Onp =0 mnormal derivative of the pressure zero.

:
o
{extrapolate u
k
{

outflow
ap + B0,p =g mixed derivative of p given.

n-u: odd,t,, -u: even vector symmetry
symmetry =

Onp=0 normal derivative of the pressure zero.

u= velocity specified
dirichletBoundaryCondition = 8 Yy sP

p =P pressure given

14



8 Boundary conditions for the fourth-order method

Here are the analytic and numerical conditions that we impose at a boundary inorder to determine the
values of u at the two ghost points.

noSlipWall: Analytic boundary conditions
u=ug(x,t)
plus numerical boundary conditions
M-{VAu—Vp—(u-V)u—ut} =0
Extrapolate t,-u =10

V-u=0
On(V-u) =

inflowWithVelocityGiven or outflow: Analytic boundary conditions for inflow are
u = us(x,t) (inflow)

For outflow the equation is used on the boundary. The numerical boundary conditions are

ty - (Wan) =0
Extrapolate t,-u =10
V-u=0
On(V-u)=0

slipWall: Analytic boundary conditions are

n-u=n-up

The numerical boundary conditions are

t, - {VAu - Vp—(u-V)u-— ut} =0 determines t, - u on the boundary

0
0
=0
0
0

Discretizing the Boundary conditions: For the purposes of this discussion assume that the bound-
ary condition for u is of the form u(x, t) = ug(x,t) for x € 9Q2. More general boundary conditions on u and
p, such as extrapolation conditions, can also be dealt with although some of the details of implementation
may vary. At a boundary the following conditions are applied

Ui — up (XZ) = 0
V4-U; = 0
Dy, (V4-U;) = 0 for ¢ € Boundary
%Ui + (U; - Vo) U; + V4P, —vAU; —f; = 0
AP+ >0 VaUpi- Dag,, Ui = Vs -f; = 0
4 _
by %E:LE;: ; 8 } for ¢ € 2nd fictitious line
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where t,,, i = 1,n4 — 1 are linearly independent vectors that are tangent to the boundary. In the extrap-
olation conditions either D,,, or D_,, should be chosen, as appropriate. Thus at each point along the
boundary there are 12 equations for the 12 unknowns (U;, P;) located on the boundary and the 2 lines of
fictitious points. Note that two of the numerical boundary conditions couple the pressure and velocity. In
order to advance the velocity with an explicit time stepping method it convenient to decouple the solution
of the pressure equation from the solution of the velocity. A procedure to accomplish this is described in
the next section on time stepping.

Edges and Vertices: An important special case concerns obtaining solution values at points that lie
near edges and vertices of grids (or corners of grids in 2D). Define a boundary edge to be the edge that
is formed at the intersection of adjacent faces of the unit cube where both faces are boundaries of the
computational domain. Along a boundary edge, values of the solution are required at the fictitious points
in the region exterior to both boundary faces. For example, suppose that the edge defined by i1 = ny g,
i9 = ng g and i3 = N34,...,N3, is a boundary edge. Values must be determined at the exterior points
i = (n1,q+m,ngq +n,iz) for mn=-2,—-1.

Here we derive a more accurate formula than was in my paper. These expressions will be exact for
polynomials of degree 4. By Taylor series,

u(ry,m2) = u(0,0) + D1 (r1,72) + Da(r1,79) + D3(r1,m2) + Da(r1,m2) + O(|r|°)
where

Dy (Tla T2) = (Tlaﬁ + TQaTQ)u(Q 0)

Dao(ry,19) = %(7’12831 + r22832 + 2r1720y,0r, )u(0,0)
Ds(ry,1r2) = %(m?’@f + 7“2385’2 + 37“127“2831@2 + 37“17“228”832)%0, 0)
We also have
u(—r1, —r2) = 2u(0,0) — u(ry,r9) + 2Da(r1,79) + 2D4(r1,72) + O(|r|%) (22)
w(2r1,2r2) = u(0,0) + 2D1(r1, r2) + 4D (r1,r2) + 8D3(r1,72) + 16Dy (r1, 12) + O(]r[ﬁ) (23)

8u(ry, ra) — u(2r1,2re) = Tu(0,0) + 6D1(r1,72) + 4Do (11, 72) — 8D4(r1,72) + O(]r|6) (24)

From equation (24) we can solve for Dy(ry,r2),
Dy(r1,72) = gu(oyo) —u(ry,r2) + gu(27“1727“2) + 3 Dilryr2) 4+ 5D2(r1, r2) + O + )
and substitute into equation
15 1 3 6
u(—ry, —r) = ZU(O’O) — 3u(ry, r) + Zu(27’1, 2r9) + 57)1 (r1,7m2) + 3D2(r1,12) + O(|r]”) (25)

We will use this last equation to determine u at the first corner ghost point, U_; _1;,. Proceeding in a
similar way it follows that

u(—=2ry, —re) = %u(0,0) — 3u(2ry,m2) + iu(4r1, 2r9) + ng(er,rg) + 3D5(2r1,2) + O(|r[®)O(|r|®)
(26)
(1, —2rp) = %u(o,m ~ 3u(r1, 2rs) + iu(2r1,4r2) + gm(n, 2r9) + 3Dy (r1, 2r2) + O(|r[6)O([r[f)
(27)
u(—2r1, —2r3) = 30u(0,0) — 32u(ry, m2) + 3u(2r1, 2r9) + 24D1 (11, 73) + 24Do (11, 72) + O(|r|*)O(|r|%)
(28)
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from which we will determine the ghost points valuesat U_o _2;,, U_2 _1;, and U_; _o ;,. By symmetry we
obtain formulae for ghost points outside all other edges in three-dimensions, U_2._1;, —2.—1, U;; —2._1, 2.1
For ghost points outside the vertices in three-dimensions we have

15 1
u(=r1, =12, =13) = —~u(0,0) = 3u(ry, 72,73) + Ju(2ry, 2r2, 2r3) (29)
3
+ 5 Di(r1,72,73) + 3D2(r1, 72, 75) + O(|r[*)O(|r|%) (30)

where

Dl (’rh T2, ?”3) = 7“1(97«1 + TQaT'Q + ?”3(97«3>U(0, Oa 0)

[l SN

DQ(Tl, r9, 7“3) (7“1283 + 7“2283 + 7“3283 + 27’17“287«16r2 -+ 27“17”38r1 5'7«3 + 27“27“38”87,3)15(0, 0, 0)

»—tl\'J\

Dg(T’l,T‘Q,Tg — Z Z Z rmlrmgrmgamlﬁmﬁmgu(o 0 0)

m1 1 mo=1m3=1
1
= o (120 + 120}, + 1507, + 81121002, 0, + 3111%0,, 0%,

+ 37 7“38 Oy + 31173 8“8 + 37"227“3(")32&3 + 37“27“32872833 + 6T1r2r387«18r2(‘),~3>u(0, 0,0)

In order to evaluate the formulae (25/26,27, [28/30) we need to evaluate the derivatives appearing in
Dy and D,. All the non-mixed derivatives 9™u(0,0)/0;", m = 1,2, can be evaluated using the boundary
values since these are all tangential derivatives. The second-order mixed derivative term such as uy,r,
requires a bit more work. In two-dimensions we evaluate this term by taking the parametric derivatives of
the divergence, 0,,,V - u = 0. Since

2

2
Veou=> (0urn) un, + Y (9yrn) vp,

n=1 n=1

then 0, V -u =0 gives

Tm

(0272) Uryry + (%7‘2) Vryry =(0272)ry Ury + (0271) Uryry + (0x71)ry Opyut
(8yr2)T1 Vpy + (8y7“1) Upyry (ayrl)ﬁ 87’1”

(0x71) Upyry + (OyT1) Vpiry =(0272) Upgry + (0272)ry Oppli...

These last two equations can be solved for u,,,, and v, in terms of known tangential derivatives.
In three dimensions taking the two parametric derivatives of the divergence,

(0272) Upyry + (OyT2) Vpiry + (02172) Wrypy =... (31)
(0271) Upyry + (OyT1) Vpyry + (0271) Wrypy =... (32)

gives only two equations for the three unknowns, w,,r,, vy, r, and wy,,,. We therefore add an extra condition
by extrapolating the tangential component of the velocity,

t3- DS 1 oUi —15-1,i, =0 (33)

Solve the last equation for t3 - U;, _1,-1,i; gives
t3 - Ui —1ip—15 = €5 1963 - Uiy —1,i0—1i5 (34)
where we have introduced the operator Ef’ﬁm. By substituting this last equation (34)) into t3- equation (25)),
b-u(—r1, —12) = b (14511(0, 0) — Bu(r1, 72) + (21, 2r2) + 5D (e, r2)u(0) + 8Da(r, Tg)u(0)> +O(r%)
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we can eliminate t3 - U;, _1 4,1, and obtain an equation for t3 - u,,,, in terms of known quanitites,

15 1 3
ta- (€912 Ui —15-145) = b3 - (ZU(O,O) —3u(ry, 72) + Ju(2r1,2r2) + S Di(r1, 72)u(0)

3
+ 5(7“12831 + 7"22632 + r32833 -+ 27“17“287«1 8r2 + 2T1T38r1 87«3 + 2r2r387n28r3)u(0, 0))

or re-written as

1 . 15 1 3
t3 . urlr? (0, 0) = g{tg . (5371,2Ui1—1,i2—1,i3) — t3 . (Zu(o, 0) — 311(7“1, 7“2) + ZU(QTL 27’2) + §'D1 (7‘1, 7“2)11(0)

(35)

+

DO o

(7‘12831 + 7"22832 + T‘32833 + 27’1T38r1 87=3 + 2r2r387«28r3)u(0, 0)}

To summarize we solve equations (31/32/35) for the three unknowns wy,y,, Vr,r, and wy,y,.

Solving the numerical boundary equations: The numerical boundary conditions (??) define the
values of U on two lines of fictitious points in terms of values of the velocity on the boundary and the
interior. The equations couple the unknowns in the tangential direction to the boundary so that in principle
a system of equations for all boundary points must be solved. However, when the grid is nearly orthogonal
to the boundary there is a much more efficient way to solve the boundary conditions. The first step in the
algorithm is to solve for the tangential components of the velocity from

Uz(t) — uB(xi, t) =0
t, - {%Ui(t) 4 (Ui(t) - V) Us(t) + VaP*(t) — vALU (1) — f} ~- 0
t,-DS,,(U;(t)) = 0}  forie Second fictitious line

} for ¢« € Boundary

If the grid is orthogonal to the boundary then the discrete Laplacian applied at boundary will not have
any mixed derivative terms. Therefore the only fictitious points appearing in the equation applied at the
the boundary point (i1, i2,73) will be the two points (i1,42,i3 —n) n = 1,2 (here we assume that i3 is in
the normal direction to the boundary). Thus for each point on the boundary (i1, iz, 3) the values of t,, - u
can be determined at the fictitious points (i1,42,i3 — 1) and (i1, 42,73 — 2). There is no coupling between
adjacent boundary points so no large system of equations need be solved. The tangential components of
the velocity are determined for all fictitious points on the entire boundary. The second step is to determine
the the normal component of the velocity at the fictitious points from

Ul(t) *IIB(XZ',t) =0
V- U(t) 0 for i € Boundary
Dy (Vy-Uy(t)) = 0

If the grid is orthogonal to the boundary then the divergence on the boundary can be written in the form

V-ou= 6161263 {i(egegn ‘u) + ;ﬁ(elegtl ‘u) + ;tz(elegtg . u)}
where the e, are functions of 0x/dr. Note that only normal derivatives of n-u appear in the expression for
the divergence. Thus, at a boundary point, (i1, i2,43), the stencil for V4 - U will only involve the fictitious
points at (i1,142,i3 —n), n = 1,2. Similarly, the stencil for Dy, (V4-U) at a boundary will only involve the
fictitious points at (i1, 42,43 —mn), n = 1,2. Thus there is no coupling between adjacent boundary points and
the unknown values for n-u can be easily determined. Note that the equations for Dy, (V4-U) will couple
values for t, - u at fictitious points along the boundary but these values have already been determined in
the first step.
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In practice the boundary conditions are solved in a correction mode — some initial guess is assumed for
the values at the fictitious points and a correction is computed. If the grid is orthogonal or nearly orthogonal
to the boundary then the first correction will give an accurate answer to the boundary conditions. If the
grid is not orthogonal to the boundary then the solution procedure can repeated one or more times until
a desired accuracy is achieved. This iteration should converge quickly provided that the grid is not overly
skewed.
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9 Turbulence models

The typical RANS model for the incompressible Navier-Stokes equations which uses the Boussinesq eddy
viscosity approximation is
Ot + up Oy, Ui + Op,p = Og,, ((1/ + v7) (0, ui + 8xluk))
Tij = (V + VT)(axkui + 8xluk)
v=v-+ur

where v is the turbulent eddy viscosity.

9.1 Wall Shear Stress

The stress on a wall with normal n is
Twall =T -1
The shear stress is the tangential component of this wall stress,
Tshear = Twall — (I * Tywan)n
= T;,jnj — (NETk 15 )N
In two-dimensions for a horizontal wall, n = [0,1]7 and the wall shear stress is
Tw = (v + vr)(0u/dy + Ov/0x)

Question : Is vy on the wall equal to zero always?
In three-dimensions we define scalar wall shear stress 7, in terms of the tangential component of the
velocity at the wall, uy,

Tw =1t -7 -1,
Uan = u— (n-u)n,
t= utan/|utan|-

Given the definition 7, we can define (see for example Wilcox [14])

Ur = Tw Friction velocity
V' »

ut =u/u, non-dimensional velocity for near wall region
yt =ury/v non-dimensional length for near wall region
U= ’utan’
u 1
R P +C law of the wall, k=K&rmén’s constant
Ur K
.U . : . .
UT =— non-dimensional velocity for near wall region
Ur
1
Ut = ~In(Ey") law of the wall, F=surface roughness parameter
K

For a horizontal wall, with flow in the x-direction, and p = 1, and assuming v7(0) = 0, we have
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Figure 2: A turbulent boundary layer is thought to have an inner viscous sublayer where « = y+ and an

outer log-layer where u™ = k= In(Ey™).

9.2
used when the grid does not resolve the boundary layer.

The basic wall function approach assumes that the first grid point off the wall is located in the region
where the law of the wall is valid. If y, denotes the first grid point next to the wall then the law of the

Wall Functions
Wall functions are used to apply approximate boundary conditions in numerical simulations. They are
wall relates the tangential component of the velocity in the direction of the flow, U (yp), to the wall shear
(36)

(37)
(38)

stress,
Ur
Ulz,yp) = — In [Eypu,/v]

Ut =k n(By™")

ur = \/vuy(x,0) = \/7y/p (friction velocity)

Here ' = 9 for smooth walls and x = 0.41. The law of the wall is thought to be valid in an attached

turbulent boundary layer in region Quan_1aw = { x |20 < y* < 100}. This condition replaces the wall

no-slip boundary condition, U(0) = 0, on the component of the velocity in the direction of the flow (i.e.
U =t-U where t = U/|U|) . The condition is combined with the BC n- U(0) = 0. In 3D we also need a
condition on the other tangential component, which I think that we set to zero.

Note that limy_o Uy(z,y) # uy(z,0) since the law of the wall does not hold for y* < 20. Thus the
wall shear stress is defined using the fully resolved solution u(z,y) and not the Reynold’s averaged solution
U(z,y).

In the literature it is usually stated that the law of the wall is used to give 7, given a value U(z,y,),
and this 7, is used in the momentum equations to evaluate V - (7) at the point y,. This doesn’t seem
correct. The correct way would be to use the law of the way to evaluate Uy(x,y) for a point near the wall
(39)

Ur
27

and use this value in the momentum equation.
KY

By differentiating the law of the wall w.r.t to y we get
Uy(z,y) = = (z,y) =—
x Uyy(z
y\ L,y Ky y UyylL, Y

which are valid for x € Qyai_1aw-
21



So maybe we can implement the wall function by solving the full momentum equations on the first line
in and by defining U(z,0) from the two equations

Ux,yp) — Ul(x,0) ur 1

~ 2) ~ — 4
Ay Uy(%?/p/ ) K yp/2 ( O)
ur
Uz, yp) = T In [Eypur /v] (41)
The second equation gives u, as an implicit function of U(x,yp), ur = F(U(z,yp))
Ur
Uz, yp) = . n(Eypur /v) < ur = F(U(z,yp)) (42)
(43)
These equations can be thus used to eliminate u, to give U(x,0) in terms of U(z,y,), giving
ur Ay
U(x,0)=Ulz,y,) — ———= 44
(@.0) = Ule.yp) ~ 2220 (44)
2
=Ulz,yp) — —F(U(2,)) (45)

We can approximate this non-linear boundary condition by linearizing about some current guess for
U(z,yp) ~ Up. Suppose that F(UJ)) = u). Then expanding F(U) + 6U) gives

oF

F(U) +6U) ~ F(Uy) + i

(UD)sU

Differentiating the expression (42) with respect to U gives (*check this*)

(9£ _ Our K B K
oU — oU 1+ In(BEypur;/v) 1+ kU/u,

Whence the linearized boundary condition is
U(2,0) = Ula,y,) - 26 F(U(, )
= U, yp) = 267 (F(UD) + Fu(UD)(U . ) — U))
- (1 _ 2/<;_IFU(UI?)>U(:U, yp) — 261 (F(Ug) — Fy(U9) Ug)
== AwU($7 yp) + Bw

Ap(U0) =1 2 _/{Ug/ug—l_ln(Ey;‘)—l
CEPETT 14 kU WY KUDJuQ +1 In(By) + 1
2 0 —2k 12

By (U) = —2k~ 100 _
(O5) Rt 14 wUJ [u2 Uy wUQ [ul 41

This gives a boundary condition involving U(z,0) and U(z,y,) linearized about a state (Ug,ug) that

satisfies the law of the wall. Also note that 0 < A,, < 1 if By, > e (recall that E = 9 for smooth walls).
From Wilcox [14], the boundary conditions for k and € for the £ — € model are then given by

ul
€= —

These could be imposed on the first line in, y =y, 7

22



Solving for u, from the law of the wall: Given a value U, = U(z, y,) we need to be able to solve
the nonlinear equation to compute a value for z = u, satisfying

G(z) =k '2In(A2) — U, =0
A= FEy,/v
G'(2) = k(1 +1n(A2))

Note: If U, = 0 then z = 1/A. Using Newton’s method we get the iteration,

E4+1 _ _k G (")
A

z

There could be trouble with this iteration if G’(z¥) = 0, that is when Az* = e~1. However, if U, > 0 then
Az should satisfy Az > 1 > e~!. This can seen from the fact that zIn(Az) < 0 for Az < 1. Therefore
G(z) =0 at z = 1/A and thus z should always satisfy z > 1/A4 which imples G'(z) > k1.

An initial guess for z may come from the expression

; kU, kU, <0 kU,
= — — D ———— R
In(Eyt)’ In(100F) In(20F)

if we assume that y;; € [20,100].
In a boundary layer we might expect that as R, — oo,
o~ RV <1
Ur ~ Rgl/‘* <1

The viscous length scale is Amin = v/u,. If the first grid line is at y, = MAmin (le. at y© = M) with
M € [20,100], then

A= Ey,/v=EM/u, ~ EMRY? > 1
Au, = EM
The product EM =~ 9M is quite large.

Figure [3 shows a plot of U, verses u, for the law-of-the wall function We see that a linear fit u, =
aU, + 1/A is a good approximation where the constant a is chosen as

ul—1/A
k1w In(Aum)

a =

so that U, = k1™ In(Au™) for some u™ which represents some average value for the expected values for
Ur.
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_ _ +
Up = (1/k) u. In(A uT), A=Ey'Iv

5 ;
4t — Y 1
— linear—fit
u In(A)/k
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o
-
2r i
1r i
O I
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u
T

Figure 3: A plot of U, versus u, for the law-of-the wall function, U, = k= u, In(Au,) .
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9.3 Baldwin-Lomax Zero Equation Model
The Baldwin-Lomax zero equation model is a two layer model [14]. The inner and outer layers are given

by
L Jvmo= el if y < e
T — . )
vr, = paCchwakeFKleb (y§ ymax/CKleb) if Y > Ye

where
Yo = miny such that vr, =vp,
lmix = RY |:1 — e_y+/A0+:|a

Fyake = min [ymameax; kaymangif/Fmax]
(Klebanoff intermittency function)

Fiien(y;0) = [L+5.5(y/6)°]
and where ymax and F.x are determined from the maximum of the function
F(y) = yw [1 — e_y+/Ag}

UZ)2 + (U — wy)

and w is the magnitude of the vorticity,
w? = (v, — uy)2 + (wy —

= QQijQZ’j
Qij = %(81%/3%] — 8u]/8xz)

For boundary layer flows Ug; is the maximum value of ||ul|| through the layer?? For more general flows it

is
Uaie = () = (Jhal)|
max Y=Ymax
Note comment in Wilcox that Ug;s is NOT the difference between the max and min velocities as specified

in the original BL paper and at http://www.cfd-online.com/Wiki/Baldwin-Lomax model

The model parameters are given by
k=.40, «=0.0168, Aj =26
Cyr = 1(or .25 from cfd-online)

Cop =16, Cikiep =0.3

9.4 Spalart-Allmaras turbulence model

Spalart-Allmaras one equation model
v = ﬁfvl
~ 1
o + Ujajﬁ = 1SV — Cwlfw(ﬂ/d)2 + ; [0k[(1/ + ﬂ)@kﬁ] + Cbgﬁkﬁakﬂ]
cp1 = 1355, ¢pe = .622,¢,1 = 7.1,0 =2/3
1
P (Fem) 03 =2 k= Al
K o
[ S R S g[“cg’ﬂ%
1= s 2 =1 s =
° X3+l ! L4+ xfor ™" g%+ 8,
1 1
X:;) g:T+Cw2(T6_T)7 T:gﬁng

~ 1%
S=5+ va%
Qi = (1/2)(0:;U; — 0;U;) rotation tensor
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Spalart-Allmaras functions

25 : : : : : Spalart-Allmaras functions
20r i
15 |
10+ i
5- o 1,00 |
)
n = -
_5 1 1 L L L _2 | i
-1 -0.5 0 0.5 1 1.5 2 0 5 10 15

Figure 4: Behaviour of the SpalartConvergence fudge functions

Depends on d, the distance to the nearest surface.
Notes f,2 can be positive or negative but is bounded from above by 1 and below by 7?7

X
fv2— _1+va1
=1- L
XM+ 1/[L+ (eor/X) 7]
— 0 as Yy — o0
— 1 as x — 0
zl—; —3/4 when x = ¢

(1/7)+(1/2)
Since f,2 can be negative, so can r and g.
On a rectangular grid this is discretized as

% + Ui DogUs + ViDo,Us = c1 Sits — Cut fu(7/d)?
1 N N 5 N
+ ;D—l-z[(’/ + Vz‘l—%)D—:c’/i + Dyyl(v + 75, _1)D—y11]
=+ 052{(D0zﬁ)2 + (Doyﬂ)Q}

On curvilinear grids we use the conservative form of the second order term

1 9 11 a¢ 22 8¢ 12 8¢ 21 8¢
(quﬁ) {87‘1 <A 8T1>+8T2 (A 87"2>+8’F1 <A 6r2)+8r2 <A 87“1)}

where
At = aJ :g;f + g;ﬂ
A2 =qJ _g:jz + 222]
gt )
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A second-order accurate compact discretization to this expression is

V- (@V6) & +{Dar, (A1 D 1,6) + Dayy (A2, D 1,6) + D, (A2 Do) + Dor, (47 Dor,6) }

where we can define the cell average values for A™" by

Al —(A“—FA“ )

-z 2
A?f_§ %(AQQ + A2 )
9.5 k — e turbulence model
Here is the k — € model
vr = C,k*/e

Ok + Ujaj]{) = Tz‘jajUi — €+ 8]'[(1/ + I/T/Uk)ajk]
o€ + Ujajﬁ = Cd%njﬁjUi — CEQGQ/k + 8j[(1/ + l/T/Je)ajE]
Ca =144, Ceo =1.92, CH =.09, or=1, o.=1.3
The production term is P = 7;;0,U;
P = TijajUi
= l/T(ajUi + @UJ)@jUz
= %T(@'Ui + 8iU;)(0;Ui + 0iU;)
vr

= 2 ((200)? + (20,)% + (22)? + 2ty + v2)? + 20z + wp)? 4+ 2(v; +w,)°)

=vr (2('“3; + 1}5 + wg) + (Uy + 'Ux)Q + (uz + wx)2 + (Uz + ’U)y)2)

9.6 Diffusion Operator

When a turbulence model is added to the incompressible Navier-Stokes equation the diffusion operator
usually takes the form of

D = Za (v (2,5 + 00y))

where we will write vy instead of v 4 vy in this section. In particular

Dy, = 0:(2vrug) + Oy(vruy) + 0. (vrus) + Oy(vrvs) + 0. (vrwy)
Dy = Oz (v7vg) + 0y (2urvy) + 0, (vrv,) + On(Vruy) + 0. (vrwy)
Dy = 02 (vrwy) + Oy (vrwy) + 0.(2vrw,) + Oy(vrv.) + 0 (vrus)

We can write these in a more “symmetric” form as follows. Since u, + v, +w, = 0, it follows that

O (V1uy) = =0, (vrvy) — On(Vrw;)
and thus

D, = 0z (vrug) + Oy (vruy) + 0 (vruy) + 0y (v1vs) — 02 (vrvy) + 0x(Vrws) — O (vrw»)
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Therefore the diffusion operator can be written in a form where the principle part is the same for all
components,

D, =V - (vrVu) + 0y(vrvy) — 0z (vrvy) + 0, (vrws) — Oy (vrw;)
Dy =V - (vrVv) + 0, (vrwy) — Oy(vrw,) + Oz (vruy) — Oy(vruy)
Dy =V - (vpVw) + 0z (vru,) — 0. (vrug) + 0y (vrv,) — 0. (vrvy)

Note that the highest order derivatives cancel in the last four terms in these expressions,

D, =V - (vrVu) + 0y(vr)vy — 0z (vr)vy + 0. (vr)wy — Oy (vr)w,
Dy =V - (vpVv) + 0, (vr)wy — Oy(vr)w, + Op(vr)uy — Oy(vr)ug
Dy =V - (vpVw) + 0y (vr)u, — 0, (vr)ug + 0y (vr)v, — 0. (vr)vy

9.7 Revised pressure equation

When a turbulence model is added to the incompressible Navier-Stokes equation the diffusion operator
usually takes the form of

D= Za (v (2,5 + 00y))

The pressure equation is derived from taking the divergence of the momentum equations,
Ju+ (u-V)u+Vp=D

and using V - u = 0 to give
Ap=—-Vu:Vu+V-D

For a constant viscosity, the last term on the right hand side is zero. When the viscosity is not constant
we need to include the divergence of the diffusion operator in the equation for the pressure. This takes the
form

VD= ZZ‘%% (v (00 + 01,05
= Za% [Zaﬁlw O | + Zaxl [Za%w Or, 5
=2 Z@ml [Z Oz, VT 8$lu]}

where we have again used V -u = 0.
In two dimensions this takes the form

VDR =210, (,vp Dyu+ Oyur 0,0) + 0, (Ouvr Oy + Oyvr Oyo))|
—2 [aqu Au+ B2ur Opu + 0pdyvr Dyu

+ Oyvr Av+ 0,0,u7 Dy + O2ur ayu}
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In three dimensions,
VDD =2 (9, (0 Opu+ Oyvr Dyv + Dy D)
+ 0, (Quvr Dyu+ dyvr Oy + vy D)
+ 0, ((%VT O.u + Oyvr 0,v + O,vr (‘3/11))}
—2 [axyT A+ B2up Optt + 0pdyvr Dyu + 0y0sv7 Deul
+ Oyvr Av + 0,0, vr Opv + Oy Oyv + 9y0vr O,v
+ Ouvr Aw + 0,0.vr Opw + Oy d.vr Oyw + 62vr O

The addition of artificial dissipation also changes the pressure equation. The second-order artificial
dissipation is

nd
dg; = (ad21 + ad22|V, Vi) Y ApiAp V; (46)
m=1

while the the fourth-order one is

nd
dy; = — (ad4l +2d42|V, V1) Y A2 A2V, (47)

m=1

The artificial dissipation is of the form

d= [Oxo + alg(Vu)} Zd: AﬁﬁA%_u

m=1

G(Vu) = |ug| + uy| + |vz| + vy + ...

Taking the divergence of this expression results in
Ved=o1|G Y AL AL UG, > AL AL V]
m m

where
Gz = sgn(Uy) Upg + 580 (Uy) Ugy + SEN(Vz) Vgg + 58N(Vy) Vgy + - ..

and sgn(z) is +1, —1 or 0 for z > 0, z < 0 or x = 0.

9.7.1 Revised pressure boundary condition

The pressure boundary condition also is changed to include the new diffusion operator:
Opp=n- { —8tu—(u-V)u+D}
We would like to write the diffusion operator in a way similiar to curl-curl form,
Au=-VxVxu+V(V-u),
used in the INS equations. Expanding the expression for D, gives

Dy = 0, (2urug) + 0y (vruy) + 0:(vruy) + 0y (vrvs) + 0:(vrws)
= 2UPUgg + VT Uyy + VTUzs + 20207Uy + Oyvr(Uy + vg) + O (s + wy) + v (Vgy + Wes)
= vpAu + 207U, + 8yVT(uy + 7)3;) + 8ZVT(UZ + wx)
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where we have used vy + Wz, = —uz; Thus we can write
Dy, = vrAu — 20,v7(vy + w;) + Oyvr(uy + vg) + O.vr(us + wy)

This leads in two dimensions to the curl-curl form

,D52D) — VT(_Ua:y + Uyy) — 281,I/T1)y + 8yl/T(uy + vg) (48)
DEP) = vr( v = Uay) — 20407 + Opur (ve + wy) (49)
while in three dimensions,
D, = VT(_ny — Wgz + Uyy + uzz) - 28$VT(U?J + wz) + ayVT(uy + Uz) + aZVT(uZ + wx) (50)
D, = Z/T( Vgg — Ugy — Wyz + 'Uzz) - 2ayVT(wz + um) + aZVT(vZ + wy) + axVT(Ug; + uy) (51)
Dy = vr( Wap + Wyy — Ugz — Vyz) — 20,07 (Uy + vy) + Opvr (W + uz) + Oyvr(wy +v2) (52)

These curl-curl forms (48452) remove the normal derivatives of the normal components of the velocity from
n - (Dy,D,,Dy). For example, the expression for D,, contains no z-derivatives of u while D,, contains no
y-derivatives of v.

The alternative conservative form is

D, = 0x(—2vr(vy + w;)) + Oy(vruy) + 0. (vrus) + 0y (vrvs) + 0:(vrwy)
Dy = 0p(vrve) + 0y(—2v7 (ug + w2)) + 0:(vrv2) + 02 (vruy) + 0. (vrwy)
Dy = Op(vrwy) + Oy(vrwy) + 0.(—2vr (ug + vy)) + Oy(vrvy) + Oz (vruy)
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10 Steady state line solver

We first consider the case of a rectangular grid in two space dimensions.
The implicit line solver uses local time stepping where the local time step Aj; is defined from

Aty = ...

We solve implicit scalar-tri-diagonal systems in each spatial direction. Along the x-direction we solve
a tridiagonal system for U, followed by a tridiagonal system for V for the equations

Ut — oy
- = ~{U" Do, U + V" Do, U + Do, P}

n V{DHD,IU”H + (U — 20" Uf_l)/hf/}

+ z/A(U”){AHA_xU”“ + (U, — 20 4 Uf_l)}

-

A= ~{U" DoV 4 VD,V + Dy, P |

+ V{DHD_IV"H + (VR =2Vt 4 Vﬁl)/hg}

+ VAU A A V4 (Vi -2V v )

Here (2 (U") is the coefficient of the artificial dissipation. There is also a self-adjoint version of the
artificial dissipation,

Bsa = Apa[r? AU+ A4 [/ AL

V;f_)i_l(UM‘i’l -U) - i(f)_;(U = Ui —1)
2 2
2 Ui = U) = 12, (U = Uiy)

2 2

2 2 2 2
U s 2 1
A I )
(Vil—o—% + Vil_% t Viz-‘—% + Vi2—%)U

After solving in the x-direction we then solve along lines in the y-direction.
On curvilinear grids the expressions are a bit more complicated. Before discretization the equations
transformed to the unit-square are

Up = _{(urx —+ U?"y)u,,« + (usm + ’USy)us + Tz + sxps}

+ u%{ﬁr(J(mux +ryty)) + Os(J (52us + syuy))}

Uy = TpUy + Spls
Uy = TyUy + Syl

J = |0x/0r| = 2y, — 23y

We solve scalar-tridiagonal-systems in the r and s directions.
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10.1 Fourth-order artificial dissipation

A fourth-order artificial dissipation is

VDUN{(A 1AL +(AgA )T}

or in a self-adjoint form

AN 17 NN | £ NN NN o
_VZ(ILAHA 2Uii+1 — 1(4)A A—xU+V(1)1A+xA—xUZ1 1
+Vi(2)+1A+yA—in2+1_ 2 VA, A U+V() 18 +yA—y Uiy 1
=Y Uia — 2] @+1+V4] Uis1 +v “ Y Uy =2+ VUL
+ Vz'(24)r1Uz‘2+2 2[vf) Vig +1 + Uiy 1 + v 12 ) Uiy 2 2] z(g) L Ui

)

+ i vl e )
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11 Convergence results

This section details the results of various convergence tests. Convergence results are run using the twilight-
zone option, also known less formally as the method of analytic solutions. In this case the equations
are forced so the the solution will be a known analytic function.

The tables show the maximum errors in the solution components. The rate shown is estimated conver-
gence rate, o, assuming error < h?. The rate is estimated by a least squares fit to the data.

The 2D trigonometric solution used as a twilight zone function is

1
u=g cos(mwox) cos(mwyy) cos(wsmt) +

N o] =

1
v=3g sin(rwox) sin(mw1y) cos(wsmt) +
1
p = cos(mwox) cos(mw1y) cos(wsmt) + 3
The 3D trigonometric solution is

u = cos(mwoz) cos(Twyy) cos(mTwaz) cos(wsmt)

1

v=35 sin(mwpz) sin(mwyy) cos(mwaz) cos(wsmt)
1

W= sin(mwox) sin(mw1y) sin(mwaz) cos(wsmt)
1

p=3 sin(mwox) cos(mwyy) cos(mwe z) sin(wsnt)

When wy = w; = wy it follows that V - u = 0. There are also algebraic polynomial solutions of different
orders.
Tables show results from running Cgins on various grids.

grid N p u v u V-u
square20 | 20 [ 29 x 1071 [ 3.4 x 1072 [3.4x 1072 |34 x 1072 | 5.0 x 107!
square30 | 30 [ 9.6 x 1072 [ 1.3x1072 | 1.2x1072 | 1.3x 1072 | 1.8 x 107!
square40 | 40 [ 4.5 x 1072 [ 7.2x 1073 | 6.7 x 1073 | 7.2 x 1073 | 8.1 x 1072
rate 2.69 2.23 2.34 2.24 2.61

Table 1: incompressible Navier Stokes, order=2, v = 0.1, t = 1, square, trig TZ, w = 5.1, a =1

grid N p u v u V-u
squarel6.orderd | 16 | 8.3 x 1072 | 1.2x 1072 [ 1.2x 1072 [ 1.2x 1072 [ 1.4 x 107!
square32.orderd | 32 [ 6.5 x 107 [ 4.8 x 1074 [ 3.9 x107* | 4.8 x 107* | 7.6 x 1073
square64.orderd | 64 | 3.4x 1074 [ 2.6 x 107° [ 2.3 x107° [ 2.6 x 107° | 2.6 x 1074
rate 3.97 4.41 4.50 4.41 4.54

Table 2: incompressible Navier Stokes, order=4, v = 0.1, t = 1, square, trig TZ, w = 5.1, a =1
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grid | N p u v V-u
cicl [13[26x1071[1.5x107 1 [1.6x107" | 52x 107!
cic2 [ 25 [5.6x1072[24x102[26x1072 ] 1.3x 10!
cic3 [49 [ 1.5x 1072 [51x103 [ 43x1073 |23 x102
cicd [ 7313.9%x1073[13x102[74x107%[49x1073
rate 2.4 2.7 3.0 2.7

Table 3: incompressible Navier Stokes, order=2, v = 0.1, t = 1, cic, trig TZ, w = 2

grid N p u v u V-u
cich.order4 | 61 [ 1.2x107% [ 38 x107° [3.7x107° [ 3.8x107° [ 1.9x 1074
cicorderd | 121 [96x10°% [ 1.7x10%[21x10%[21x10%]9.6x 106
cic2.orderd | 241 | 6.2x 1077 [ 1.0x 1077 | 1.2x 1077 [ 1.2x 1077 [ 1.0 x 107
rate 3.86 4.30 4.18 4.19 3.78

Table 4: incompressible Navier Stokes, order=4, v = 0.1, t = 1, cic, trig TZ, v =1, a =1

grid N p u \4 w V-u
box10 [ 10 [ 20 x 1072 [ 20 x 1073 | 2.1 x 1073 | 2.1 x 1073 | 1.7 x 102
box20 [ 20 | 5.0 x 1073 [ 34x107* | 3.1x107* [ 3.1x107* [ 2.7x 1073
box30 [ 30 [ 24 x 1073 [ 1.3x107* | 1.0x107* | 1.0 x 107* [ 8.1 x 10~*
rate 1.9 2.5 2.8 2.8 2.8

Table 5: incompressible Navier Stokes, order=2, v = 0.1, t = 1, box, trig TZ, w = 2

grid N p u v w V-u
box8.orderd | 8 [1.4x1073 [29x107%[26x107%[26x107* [ 1.2x1073
box16.orderd | 16 | 3.8 x 107° | 8.4 x 1076 [ 7.8 x 1076 | 7.8 x 107 | 6.6 x 10~°
box32.orderd | 32 [ 3.6 x 1070 [ 1.7x 1077 | 1.8 x 1077 [ 1.8 x 107 | 1.6 x 107
rate 4.3 5.4 5.2 5.2 4.8

Table 6: incompressible Navier Stokes, order=4, v = 0.1, t = 1, box, trig TZ, w = 2

grid | N p u \4 w V-u
sibl [17]28x1071[21x107'[14x107'|[12x107"'|6.2x10"
sib2 [33]6.2x1072[50x102[3.0x102]19x1072|19x10"
sib2a [ 49 [ 3.0x 1072 [ 1.7x 1072 [ 88 x 1073 | 1.2x 1072 | 7.8 x 1072
rate 2.1 2.4 2.6 2.2 1.9

Table 7: incompressible Navier Stokes, order=2, v = 0.1, t = 1, sib, trig TZ, w = 2
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grid N p u v w u V-u
sibl.order4 [ 30| 1.0x1072 | 1.6x1072 [ 88 x 1072 [ 7.5x 1073 [ 1.6 x 1072 | 83 x 1072
sibla.orderd | 60 | 8.2x107% | 9.9x107* [ 45x107% [ 6.6 x107% [ 9.9x 107* | 6.2 x 1073
sib2.order4 |80 | 1.2x107* | 87x107° [ 5.0x107° [ 7.8 x107° [ 8.7x107° | 7.8 x 10~
rate 4.38 5.08 5.10 4.44 5.08 4.57

Table 8: incompressible Navier Stokes, order=4, v = 0.05, t = 1, sib, trig TZ, v =1, a =1

grid N p u v w u V-u
curvedPipel | 1 |14 x103 [ 7.0x107%[12x1073[49x107*[1.2x1073 [ 4.4 x 1072
curvedPipe2 | 2 | 4.6 x 107 [20x107% [ 23 x107% [ 1.4 x107* [ 23 x107% | 1.5 x 1072
curvedPipe3 | 3 [ 26x107%[94x107° [ 88 x107° [ 1.1 x107* [ 1.1 x107* [ 8.9 x 1073
rate 1.51 1.82 2.37 1.39 2.16 1.46

Table 9: INS, curvedPipe, order=2, v = 0.025, ¢t = 0.1, cdv=1, poly TZ

1.00
050 —

0.00

incompressible NS, nu=1.000000e—01
1.000, dt=6.06e—03

1=

ul

150 =

—Z.

o

-2.00 -1.50

—1.00

1.005

0.904

0803

0.703

0602

0.501

0400

0.299

0.193

0.0%8

Figure 5: Incompressible N-S, twilight zone solution for convergence test
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12 Some sample simulations

Here is a collection of interesting examples computed with the Cgins incompressible solver.
The examples include

e Falling cylinders in an incompressible flow, Section 12.1.

e Flow past two cylinders, Section 12.2.

A pitching and plunging airofil, Section [12.3]

A fluttering plat, Section 12.4.

Simulation of flow past a blood clot filter, Section 12.5.
e Incompressible flow past a truck, Section[12.6

e Incompressible flow past a city scape, Section 12.7

12.1 Falling cylinders in an incompressible flow

Figure (6) shows multiple rigid bodies failing under the influence of gravity in an incompressible flow.

Figure 6: Multiple cylinders falling in an incompressible flow, contour plots of the flow speed. Solution at
times t =1, 3, 5 and 7.

There is an upward flow that nearly matches the speed of the falling drops. This solution was computed
using the multigrid solver for the pressure equation.
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12.2 Flow past two cylinders

Figure [7 shows the simulation of a high Reynolds number flow past two cylinders.

Incompressible NS, nu=5.00e—07 zVorticity Incompressible NS, nu=5.00e—07 zVorticity
1=1.000, dt=4.39e-04, ad21=2.0 ad22=2.0 t=2.500, dt=3.17e-04, ad21=2.0 od22=2.0

Incompressible NS, nu=5.00e-07 zVorticity Incompressible NS, nu=5.00e-07 zVorticity
1=1.500, dt=3.81e-04, od21=2.0 ad22=2.0 1=3.000, dt=3.13e—04, ad21=2.0 ad22=2.0

Incompressible NS, nu=5.00e—07 zVorticity Incompressible NS, nu=5.00e—07 zVorticity
1=2.000, dt=3.81e—04, ad21=2.0 ad22=2.0 t=3.500, dt=2.64e—04, ad21=2.0 ad22=2.0

Figure 7: Flow past two cylinders in a channel computed with Cgins. Contour plots of the vorticity.
The simulation used the command file cg/ins/cmd/tcilc.cmd and the grid was made with the ogen

script Overture/sampleGrids/tcilc.cmd. The radius of the cylinders was 1/2. The grid had about 22
million grid points.
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12.3 Pitching and plunging airofil

This example shows the simulation of a pitching and plunging airfoil,

Incompressible NS, nu=2.00e—05 vorticity

Incompressible NS, nu=2.00e—05 vorticity
t=2.750, dt=1.45e—-04, ad21=2.0 ad22=2.0

1=2.000, dt=1.85e-04, ad21=2.0 ad22=2.0

Incompressible NS, nu=2.00e-05 vorticity

Incompressible NS, nu=2.00e-05 vorticity
1=3.000, dt=2.13e-04, od21=2.0 ad22=2.0

1=2.250, dt=3.45e—-04, ad21=2.0 od22=2.0

Incompressible NS, nu=2.00e—05 vorticity

Incompressible NS, nu=2.00e—05 vorticity
t=3.250, dt=4.17e—04, ad21=2.0 ad22=2.0

t=2.500, dt=2.17¢-04, 0d21=2.0 ad22=2.0

—

0
,o-..

Figure 8: A pitching and plunging airfoil, computed in parallel with Cgins. Contour plots of the vorticity.
The simulation used the command file cg/ins/cmd/wing2d.cmd and the grid was made with the ogen

script Overture/sampleGrids/joukowsky2d.cmd. The computation was performed in parallel and demon-
strates the parallel moving grid capabilities (starting with v24). The grid had 1.7M points.
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12.4 Fluttering plate

This example shows the simulation of a light plate falling under the influence of gravity. There is an upward
flow with speed approximately equal to the rate at which the plate falls. The plate starts to sway from

side to side and eventually also tumbles.

Incompressible NS, nu=1.00e—03 vorticity

Incompressible NS, nu=1.00e—03 vorticity
t=16.000, dt=1.25¢-02

t=2.000, dt=1.47e-02

‘s ¢

Incompressible NS, nu=1.00e—03 vorticity

Incompressible NS, nu=1.00e—03 vorticity
1=18.000, dt=7.81e-03

t=4.000, dt=1.39e-02

Incompressible NS, nu=1.00e—03 vorticity

Incompressible NS, nu=1.00e—03 vorticity
t=20.000, dt=1.09¢-02

t=6.000, dt=1.56e-02

b

Figure 9: A fluttering plate computed with Cgins. A light plate falling due to the force of gravity in an
incompressible flow. Contour plots of the vorticity.

This example demonstrates the new time stepping scheme that has been developed to treat the motion
of “light” rigid bodies (v24).
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12.5 Simulation of flow past a blood clot filter

Figure shows results from computations of the incompressible flow in a three-dimensional cylindrical
pipe (“vein”) with an embedded wire frame “filter” and embedded blood clots.

Overlapping grid for the filter 2.23
Spherical clot trapped in the filter

Trap-ease wire filter

0.03 0.01
Figure 10: Flow past a blood-clot filter using cgins.

The computations were performed with the pseudo steady-state solution algorithm.

Further details on these simulations can be found in M.A. Singer, WDH, S.L. Wang, Computational
Modeling of Blood Flow in the Trapease Inferior Vena Cava Filter, Journal of Vascular and Interventional
Radiology, 20, 2009.
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12.6 Incompressible flow past a truck

Figure shows a computation of the incompressible Navier-Stokes equations for flow past the cab of a
truck. The steady state line solver was used for this computation.

Figure 11: Incompressible flow past the cab of a truck. Shown are the CAD geometry, the grids and some
tracer particles.
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12.7 Incompressible flow past a city scape

Figure (12.7) shows a computation of the incompressible Navier-Stokes equations for flow past a
city scape. The steady state line solver was used for this computation. The command file for
generating this grid is Overture/sampleGrids/multiBuildings.cmd and the Cgins command file is
ins/cmd/multiBuildings.cmd.

L

3D flow past a city scape. Overlapping grid for a city scape.

Notes:

& pseudo steady-state line implicit solver, 4th-order dissipation,
$ local time-stepping (spatially varying dt)

{ requires 1.4GB of memory,

{ cpu = 29s/step,

{ 2.2 GHz Xeon, 2 GB of memory
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